Geotextile Fabric

Over Expansion Joint

Geotextile Fabric
Over Expansion Joint
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Clear Span + Sum Of All Wall

Thicknesses, Single Or Multiple Openings

SECTION A-A

LONGITUDINAL BARREL SECTION

— |' Strip Geotextile Fabric

Expansion Joints to be spaced so that barrel

shall not be continuous for more than 200'.

No reinforcing steel shall extend through joint.
Concrete block to be paid for as Class "A" concrete.

Joints shall be placed where it will not be under
the roadway or shoulder.

—1'-8" Square

Geotextile Fabric
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SECTION SHOWING REAR SIDE OF WING WALL

FEDERAL PROJECT | STATE PROJECT PARISH SHEET NO.

I' Strip Geotextile—
Fabric
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Thickness

M\m._ Chamfer

/4" Expansion Material

— 34"¢ x 2'-0" Long (Smooth) Dowels
/> Length of Dowels to be greased.

KEYED & DOWELED

EXPANSION JOINT

X !/5" Chamfer

/4" Expansion Material
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KEYED EXPANSION JOINT
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KEYED CONSTRUCTION JOINT

Wall or Slab| A B C
6" 15" 2" 15"
62" 1%" 2l4" %"
™ 134" 2" 13"
2" 2" 2" | 2"
8" 2%s" | 2%" | 2Y%"
8" 2%"| 2% | 2%’
9" - 25" 3" 2"
9" 2%"| 3" 2%,"
10" 2%" | 34" | 2%
102" 3 3" | 3
I ' | K| 3
HYe" 314" 4" 3"
12" 3" 4 3"
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EXPANSION & CONSTRUCTION

JOINT_FOR_CONCRETE
STRUCTURES
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